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Technical data sheet

Basic basebead profile Pro BSOP-HL High Load 
BSOP060-HL/01: 8806040014 | BSOP100-HL/01: 8806040012 | BSOP160-HL/01: 8806040015

Application
Profile for thermal bridge-reduced base design of a external thermal insulation composite system (ETICS) in connection with the 
basebead profile (SOP)

Properties
Thermal bridge-reduced base design; maximum dimensional stability, ideally suited for heavy insulation materials such as mineral wool 
and wood fibre; flush and perpendicular edges thanks to rectangular plug connectors; wide range of applications with a small number 
of variants; suitable for insulation thicknesses from 60 mm to 320 mm in combination with the basebead profiles

Storage and transport
lying on the entire surface; dry and frost-free; not above 50 °C; no direct sunlight

Dimensions and packaging

Bar length [m] 2

Pieces / cardboard box 10

Running meter / cardboard box 20

Cardboard box / pallet 90 (39 for BSOP160-HL/01)

Running meter / pallet 1,800 (780 for BSOP160-HL/01)

Pallet height [m] 1.3

Basic profile

Raw material
Rigid PVC – free from lead and cadmium 
– REACH compliant

Tolerances
Profile general tolerances 2A according 
to DIN 16941 

Colour fastness 
According to DIN EN 20105-A03 – com-
pliance level 2

BSOP060-HL/01 BSOP100-HL/01 BSOP160-HL/01 Plugin connector


